
Safety Wall arena kickwall
Standard black panel
Basic panel / Article no. 30-4-05-09005



Nowadays, riding schools have to meet many safety requirements and
that is understandable because in an indoor arena, people sometimes
drive fast and this is not always harmless. The walls are often covered
with wood or steel and can cause nasty injuries to horse and rider in
the event of a collision.

The Safety Wall indoor arena kick wall, specially developed by Q-Line,
significantly increases safety in riding schools. The lightweightsynthetic
Safety Wall kick wall is shock and impact absorbent andoffers the
horse and rider protection on contact. The synthetic materialof the Q-
line® Safety Wall has been specially developed and produced
according to the highest standards and technological standards so that
it can offer you and your horse optimal protection.

The Safety Wall is waterproof and can withstand all mechanical loads.
The special synthetic material and smooth finish makes the Safety
Wall difficult to damage and will last a lifetime.

Due to the flat back, mounting against a framework or wall is very easy
and quick to carry out.

Impact resistant

5 year warranty (carry in basis)

Completely recyclable

Shock absorbing

Water resistant

Easy to clean

Characteristics

Veiligheid:
Door het gladde oppervlak en schokabsorptie van de Q-line® Safety Wall bent u en uw paard perfect beschermt tegen
aanraking met de zijwanden van de manege

Duurzaamheid:
De Safety Wall Basic panelen zijn gemaakt van een speciale watervaste en schokabsorberende gerecyclede kunststof
voor gebruik in maneges en gaan een levenlang mee. Door de zwarte inkleuring is het basis Safety Wall paneel UV
bestendig.

Uiterlijke kenmerken:
Een stijlvol ontwerp, in alleen de zwarte kleur te verkrijgen.



Onderhoud:
Door de gladde oppervlakken en non-stick eigenschappen heeft hardnekkig vuil en smeer geen grip op de Safety Wall.
Door simpel afspoelen houdt u de Safety Wall snel en eenvoudig schoon.

Eenvoudig te monteren:
De Safety Wall van Q-line® is bijzonder gebruiksvriendelijk ontworpen. Met enkele bevestigpunten is hij gemakkelijk en
zonder enige technische kennis te installeren op de wand van de manege.



Accessory

Gate 1 panel Gate 2 panels Gate 3 panels

Fixing for wood Fixing for steel Fixing for brick or concrete

Basic corner Basic endpiece set



Specifications

Basic material Shock proof regenerant HDPE

Height 141 cm

Width 94,5 cm

Thickness 23 cm

Weight 7,7 kg

Colour Black

Quality mark DIN EN 13501-1:2010-01

Fixings Optional depending on background

Transport weight Full pallet 34 pcs 280 kg

Transport size 150 x 100 x 225 cm

Other UV resistant
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